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Pin 2 - Red    - TX
Pin 3 - White - RX
Pin 4 - Blue - RTS
Pin 5 - Brown - CTS
Pin 6 - Black - DSR
Pin 7 - Green - GND
            Shield
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100-130 / 100-230 VAC - 1 / .5 amps
See Transformer Jumper Settings

   Jumper Settings for 
Transformer Input Voltage

200-230 VAC

100-130 VAC
Note: CPU Transformer Jumpers Should Match Mother Bd.

Relay Drivers

To Solid State Relays
10 pin IDC Female Connector

0.1" ribbon cable - red pin 1 To CPU I/O1 (See below)
26 pin IDC Female Connector
0.1" ribbon cable - red pin 1

To Servo Amps (See Servo Amp Cabling Diagram)
8 pin IDC Female Connector
0.1" ribbon cable - red pin 1
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RS232 Connector
AMP 2-87631-2

Note:
Fill all empty
locations with
unterminated
sockets

To Mother Board I/O1
 (See above)

To Touch Screen 
(See Touch Screen Control Wiring)

I/O 2 Expansion
(Not used)

See Servo Amp Cabling Diagram

To X Axis Limit Sensor

See Transformer Jumper Settings below

+24 vdc

1K
 o

hm

Note: 
When terminating more 
than one limit on an input, 
add a 1k ohm resistor to +24 vdc

CPU / Mother Board Wiring Diagram
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